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PartsPartsPartsParts ListListListList
No.No.No.No. Qty.Qty.Qty.Qty. PartPartPartPart #### DescriptionDescriptionDescriptionDescription TorqueTorqueTorqueTorque
1 6 6342354AA Front & central Bracket

(passenger & driver)
2 1 set 6942354AA Rear bracket

3 8 6300874AA/4BA U-Bracket

4 1 Passenger Side Step

5 1 Driver Side Step

6 32 5/16" Hex Bolt 16 Ft. Lbs

7 16 5/16" Clip-Nut

8 32 5/16” x 1” Hex Bolt 17 Ft. Lbs

9 32 5/16" Flat Washer

10 32 5/16" Lock Washer

InstallationInstallationInstallationInstallation InstructionsInstructionsInstructionsInstructions
RB10RB10RB10RB10 RunningRunningRunningRunning BoardsBoardsBoardsBoards PartPartPartPart NumberNumberNumberNumber 63423580634235806342358063423580
RB20RB20RB20RB20 RunningRunningRunningRunning BoardsBoardsBoardsBoards PartPartPartPart NumberNumberNumberNumber 69423580694235806942358069423580
ChevroletChevroletChevroletChevrolet ColoradoColoradoColoradoColorado &&&& GMCGMCGMCGMC CanyonCanyonCanyonCanyon CrewCrewCrewCrew CabCabCabCab

DoDoDoDo notnotnotnot attemptattemptattemptattempt totototo installinstallinstallinstall thisthisthisthis productproductproductproduct onononon anyanyanyany vehiclevehiclevehiclevehicle otherotherotherother thanthanthanthan thethethethe oneoneoneone listedlistedlistedlisted above!above!above!above!

ToolToolToolTool Required:Required:Required:Required:
1/2” & 13mm Socket
1/2” & 13mm Wrench
Ratchet & Ratchet Extension
ApproximateApproximateApproximateApproximate installationinstallationinstallationinstallation time:time:time:time: 60606060 minminminmin

Front & central Bracket
(passenger & driver)

1111

3333

U-Bracket

2222

Rear Bracket (driver side)
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ReadReadReadRead thethethethe installationinstallationinstallationinstallation instructionsinstructionsinstructionsinstructions completelycompletelycompletelycompletely andandandand verifyverifyverifyverify thatthatthatthat allallallall ofofofof thethethethe partspartspartsparts listedlistedlistedlisted areareareare accountedaccountedaccountedaccounted for.for.for.for. IfIfIfIf youyouyouyou
havehavehavehave defective,defective,defective,defective, missingmissingmissingmissing orororor damageddamageddamageddamaged partspartspartsparts orororor needneedneedneed assistance,assistance,assistance,assistance, pleasepleasepleaseplease contactcontactcontactcontact GoGoGoGo RhinoRhinoRhinoRhino ProductsProductsProductsProducts forforforfor fast,fast,fast,fast,
friendlyfriendlyfriendlyfriendly customercustomercustomercustomer serviceserviceserviceservice at:at:at:at: 1-888-427-44661-888-427-44661-888-427-44661-888-427-4466 orororor email:email:email:email: warranty@gorhino.comwarranty@gorhino.comwarranty@gorhino.comwarranty@gorhino.com

InstallationInstallationInstallationInstallation

This installation uses 4 brackets per side, (Photo 1).

Step-1Step-1Step-1Step-1 Begin the installation on the driver side. Starting at the front of the vehicle, locate and remove the
plastic plugs in the back side and bottom of rocker panel to expose the holes used for placement of the
5/16" Clip- Nuts, (Photo 2).

Step-2Step-2Step-2Step-2 Install 5/16" Clip-Nuts in the rocker panel with the threaded end centered over the smaller hole,
(Photo 3).

PhotoPhotoPhotoPhoto 1111

mailto:warranty@gorhino.com
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Step-3Step-3Step-3Step-3 Attach one of the brackets to the rocker panel using (2) 5/16" hex bolts, (2) 5/16” flat washers
and (2) 5/16” lock washers, (Photo 4 & 5). Leave the bolts loose for final adjustment.

Step-4Step-4Step-4Step-4 Locate the plastic plugs and holes in the rocker panel at the center and rear of the cab, and
repeat steps1-3 to install the 3 additional brackets, (Photo 6 & 7). Leave the bolts loose for final
adjustment.

PhotoPhotoPhotoPhoto 2222
DriverDriverDriverDriver SideSideSideSide

FrontFrontFrontFront

PhotoPhotoPhotoPhoto 3333
DriverDriverDriverDriver SideSideSideSide

FrontFrontFrontFront

PhotoPhotoPhotoPhoto 4444
DriverDriverDriverDriver SideSideSideSide

FrontFrontFrontFront

PhotoPhotoPhotoPhoto 5555
DriverDriverDriverDriver SideSideSideSide

FrontFrontFrontFront

1111 1111
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Step-5Step-5Step-5Step-5 Place the passenger side running board on top of the mounting brackets. Position (4) of the U-brackets
inside the running board body, and align the U-brackets with the holes in the brackets. Attach the running board to
each mounting bracket using the U-bracket, (2) 5/16" hex head bolts, (2) 5/16" flat washers and (2) 5/16" lock
washers, (Photo 8 & 9).

PhotoPhotoPhotoPhoto 6666
DriverDriverDriverDriver SideSideSideSide

PhotoPhotoPhotoPhoto 7777
DriverDriverDriverDriver SideSideSideSide

PhotoPhotoPhotoPhoto 8888
PassengerPassengerPassengerPassenger
SideSideSideSide FrontFrontFrontFront

PhotoPhotoPhotoPhoto 9999
PassengerPassengerPassengerPassenger
SideSideSideSide RearRearRearRear

U-BracketU-BracketU-BracketU-Bracket
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Step-7Step-7Step-7Step-7 Align the running board with the vehicle and tighten all supplied nuts and bolts securing the running board
and bracket assembly. Repeat the installation steps to install the driver side brackets and running board.
Remember to check and retighten all bolts periodically.

RB10RB10RB10RB10 ShownShownShownShown


